
“ Range with complete grit recovery”

MANUAL SANDBLASTING BOOTHS

OPTIONAL ACCESSORIES
Side walls and roof extension with a multiple length of  500 mm
Partial grit recovery
Manual blasting machine
Protective clothing for the operators
Electric control board
NOTES
Technical characteristics and dimensions are given as indication and can be changed for their improvement
Carried out in galvanized metal sheet, in pre-painted galvanized metal sheet, and painted steel with rubber lining
Civil engineering: performed by the customer according to our design
Useful dimensions, main gate mm: 3000 x 3000 h for versions Euro GR1-2, 4000 x 4000 h for other versions
Pedestrian door dimensions mm: 1000 x 2100 h included in the main gate or the side walls
Metal halide lamp lighting, W/m2 = 60
Dust filtering through self-cleaning filter cartridges
Spare parts supplied in kit
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Model Overall dimensions (mm) Useful dimensions (mm)

A B C D E F

Euro GR1 3.300 7.600 3.200 3.000 5.000 3.000
Euro GR2 4.300 8.600 3.200 4.000 6.000 3.000
Euro GR3 5.300 10.600 5.200 5.000 8.000 5.000
Euro GR4 5.300 12.600 5.200 5.000 10.000 5.000
Euro GR5 5.300 14.600 5.200 5.000 12.000 5.000
Euro GR6 5.300 16.600 5.200 5.000 14.000 5.000
Euro GR7 5.300 18.600 5.200 5.000 16.000 5.000
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m3/h n° kW

Euro GR1 9.000 1 8
Euro GR2 12.000 1 9,2
Euro GR3 25.000 2 11
Euro GR4 25.000 2 11
Euro GR5 25.000 2 11
Euro GR6 25.000 2 11
Euro GR7 25.000 2 11
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EQUIPMENT IDENTIFICATION

TECHNICAL CHARACTERISTICS
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